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a b s t r a c t

This paper studies the feasibility of using a solar-powered liquid desiccant system to meet both building
cooling and fresh water needs in Beirut humid climate using parabolic solar concentrators as a heat
source for regenerating the liquid desiccant. The water condensate is captured from the air leaving the
regenerator. An integrated model of solar-powered calcium chloride liquid desiccant system for air dehu-
midification/humidification is developed. The LDS model predicted the amount of condensate obtained
from the humid air leaving the regenerator bed when directed through a coil submerged in cold sea
water. An optimization problem is formulated for selection and operation of a LDS to meet fresh water
requirement and air conditioning load at minimal energy cost for a typical residential space in the Leb-
anon coastal climate with conditioned area of 80 m2 with the objective of producing 15 l of fresh drinking
water a day and meet air conditioning need of residence at minimum energy cost. The optimal regener-
ation temperature increases with decreased heat sink temperature with values of 50.5 �C and 52 �C cor-
responding to sink temperatures of 19 �C and 16 �C.

� 2011 Elsevier Ltd. All rights reserved.

1. Introduction

The continuing rise in energy demand and costs and the associ-
ated environmental problems, notably climate change, is causing
increased emphasis in finding more efficient ways to condition
our closed spaces without having to harm our environment. In
the hot and humid climates of the Middle East, where clean fresh
water is a scarce resource, and a comforting surrounding is not nat-
urally available we have two major needs of occupants. These in-
clude the need to dehumidify air that meet comfort conditions
while at the same time have a fresh water supply. Atmosphere is
a large reservoir of water in humid climates. Producing water from
the atmosphere in humid areas may become the least damaging
method to environment. Increased brine reject from the multiple
water desalination plants on the Gulf shore has increased salt con-
centration to levels impacting marine flora in the Gulf water. Soil
deterioration influenced by land disposal of brine from water desa-
lination plants is already reported by Al-Faifi et al. [1] at several
locations of desalination plants at Saudi Arabia. Both fresh water
and air conditioning needs can be met by a hybrid system that
combines both functions of dehumidification/humidification of
atmospheric air in one unit to effectively meet these two require-
ments at low impact on the environment and reduced energy cost.
This can be done through the use of the growing technology of li-

quid desiccant solutions (calcium chloride in our case) running
through a dehumidifier/regenerator system. On the one hand these
special types of chemicals which enter the dehumidifier give us the
ability to remove excess water vapor from the air which can be
used as fresh water and on the other hand it would provide a
stream of dry air at temperatures that can be supplied to the build-
ing for air conditioning.

Researchers have developed solar powered air conditioners to
meet the air conditioning needs using desiccant dehumidification
or absorption chillers [2–6]. However, meeting both air condition-
ing and water needs in one solar-powered desiccant system has
not been addressed. The developing field of aqueous desiccant
dehumidification looks to be an attractive solution which helps
us combine all of our requirements of having conditioned air, fresh
water supply, and an environmentally safe alternative operating
system all in one. Fumo and Goswami [7] investigated the effect
of various input conditions to the dehumidifier as well as regener-
ator and how it affects their operation. Afandizadeh and Foumeny
[8] studied two major types of dehumidification beds; random
packed and structured packed beds and reported the influence of
the type of pores and their geometry in pressure drops across beds.
Al-Farayedhi et al. [9] and Al-Sulaiman et al. [10] focused on
obtaining correlations which help analyze the dehumidification
of any dehumidifier regardless of the type of desiccant we are
using, as long as it is an aqueous liquid type. Al-Sulaiman et al.
[10] analyzed the influence of varying desiccant flow rate in
increasing the condensation of water vapor. Elsarrag [11] reported
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the influence of varying air flow rate, inlet desiccant temperature,
as well as desiccant concentration and inlet air humidity on the
condensation rate. His work showed that as the inlet desiccant
temperature increases the evaporation rate increases, i.e. conden-
sation rate decreases. Moreover as inlet desiccant concentration in-
creases evaporation decreases and as air humidity ratio increases, a
drop in evaporation rate is experienced. In addition, he reported
that the optimum liquid to air mass flow rate ratio is 2.54 [11].
Other work developed by Ghaddar et al. [12] is based on dehumid-
ifier simulation model which uses mass and energy balance equa-
tions. They examined the economical feasibility of applying a
hybrid system to reduce operational energy required, and the ben-
efit of downsizing an AC system.

According to Gandhidasan [13], for temperatures as low as
20 �C of the strong liquid desiccant, the temperature of the dry
air stream leaving dehumidifier is higher than the typical supply
air temperature room summer comfort conditions of 23–25 �C. If
a liquid desiccant system is to provide the entire cooling needs
of indoor space at high room temperature, other means for attain-
ing thermal comfort conditions, such as enhanced air motion in the
space, are needed. Messaoudene et al. [14] reported that the indoor
air motion can go up to 1 m/s and to 1.5 m/s using ceiling fans
without causing thermal discomfort (draft) with room air temper-
ature ranging from 29 �C to 34 �C. They considered the effect of
ceiling fan ventilation on thermal comfort and concluded that sim-
ple air motion can lead to an acceptable thermal comfort sensation
improvement under warm conditions particularly in the case when
occupants are allowed to select air speed on their own. Liping and

Hien [15] demonstrated by experiments that it is possible to main-
tain comfortable conditions up to 31 �C (1.0 met) and 29 �C (1.2
met) if an air speed of 1 m/s or greater is available over the upper
body. Arens et al. [16] indicated that thermal comfort conditions
with the space can be attained when the air temperature and rel-
ative humidity do not exceed of 32 �C and 40% RH, respectively.

It is of interest to know if the two needs of fresh water and air
conditioning can be met by the LDS while entirely powered by
solar energy in Beirut humid climate. This paper will focus on
the feasibility of using a solar-powered liquid desiccant system
to meet both needs at minimum cost. Parabolic solar concentrators
will be the heat source for regenerating the liquid desiccant. The
water condensate will be captured from the air leaving the regen-
erator. The design variables will be identified and the LDS design
will be optimized based on optimizing initial and operative cost.
Models will be developed for the components of the LDS comprised
of solar humidifier, desiccant dehumidification and cooling plant
and will be used in the design and optimization process. A case
study is presented to assess the integrated system performance
in achieving the dual function of delivering water and comfort
for Lebanon’s climate.

2. System description and problem statement

Fig. 1 depicts the solar-powered liquid desiccant system (LDS)
and condensing unit. The system is composed of a dehumidifier,
regenerator, parabolic solar collectors, heat exchangers, and

Nomenclature

A area, m2

Aa aperture area of the collector, m2

Ar receiver area of the concentrator, m2

As interfacial area for absorption with an aqueous solution,
m2/m3

Cpa specific heat of air, J/kg K
Cpw specific heat of liquid desiccant, J/kg K
Cpv specific heat of water, J/kg K
eff effectiveness, efficiency
FR collector heat removal factor
G mass flow rate per unit cross-sectional area of bed, kg/

m2 s
h heat transfer coefficient, W/m2 K
hD mass transfer coefficient, m/s
hfg heat of condensation of water, J/kg
i discount rate (%)
IE,HST hourly energy consumption at given heat sink tempera-

ture, W/h
IHST total cost function for a given heat sink temperature, $
Ii,HST capital initial cost associated with the number of solar

concentrators, $
Iop,HST total operational cost over the equipment operational

life cycle cost over n years
L length of bed (m)
LCC investment life cycle cost, year
LDS liquid desiccant system
_m mass flow rate, kg/s
n number of years
q ratio of regenerator to dehumidifier air flow rates
qb binding energy between desiccant and water, J/kg
QR rate of regeneration heat, W
Qu useful energy from collector, W
r mass ratio of the desiccant flow rate to the dehumidifier

air flow rate

S absorbed radiation by collector, W/m2

T temperature, �C
Taid air temperature at inlet to dehumidifier, �C
Tlid liquid temperature at inlet to dehumidifier, �C
Tli,sh liquid desiccant temperature at inlet to the solar heater,

�C
Tlod liquid temperature at outlet of dehumidifier, �C
Tlohe liquid temperature at outlet of heat exchanger and

entering the solar heater, �C
Tlor liquid temperature at outlet of regenerator, �C
Tlo,sh liquid desiccant temperature at outlet of the solar con-

centrator system, �C
Tref reference temperature for enthalpy, �C
Treg regeneration temperature, �C
UL overall heat transfer coefficient, W/m2 K
(UA)t tank overall heat loss factor, W/�C
V volume in m3

W specific humidity ratio, kgw/kga
W�

l specific humidity of air in equilibrium with solution,
kgw/kga

x distance from the bottom of bed, m
Y moisture content of solution (mass of water/desiccant)
Ylid moisture content at inlet to dehumidifier
Ylod moisture content at outlet of dehumidifier

Greek
q density, kg/m3

Subscripts
a air
l liquid desiccant
s storage tank
sh solar heater

N. Audah et al. / Applied Energy 88 (2011) 3726–3736 3727



desiccant cooler. The input variables of the dehumidifier are the
ambient air temperature andhumidity ratio, theflowrate of thedes-
iccant calcium chloride solution and the air flow rate. The entering
humid air moisture is absorbed by the desiccant. The air leaving
the desiccant bed is used for household air conditioning. The liquid
desiccant leaving the dehumidifier enters a heat exchanger where it
iswarmed up. It is further heated before entering the regenerator by
another exchanger in thewater storage tankheated indirectly by so-
lar energy transmitted from the concentrators’ closed fluid circuit.
The hot low concentration liquid desiccant enters the regenerator
where counter flow ambient air absorbs the water accumulated
from the desiccant. The regenerator exit humidified air is directed
to a cooling coil submerged in cold sea water (temperature varying
between 16 �C and 20 �C depending on depth fromwhich it is with-
drawn) where condensation occurs and distilled water is collected.
Several researchers have concluded that the separation of the evap-
oration and condensing parts of the solar still into two distinct parts
will lead to a reduction in thermal inefficiencies and improved over-
all performance [17–22]. This separation into evaporation (humidi-
fication) and condensation (dehumidification) components is the
underlying principle for the humidification–dehumidification tech-
nology which is currently receiving a great deal of attention in the
literature as itmay yet prove to be the technology of choice for inex-
pensive decentralized small scale desalination plants. The desiccant
that leaves the regenerator re-enters the dehumidifier after it is
cooled down and the loop is closed.

The sizing and operation of the integrated system components
observes the following conditions/constraints:

� The best practice ratio r of desiccant flow rate Gl to air flow rate
Ga is 2.54 as reported by Elsarrag for calcium chloride [11]. It
can vary from 1 to 5.

� The moisture content of the desiccant solution at inlet to the
dehumidifier is set to a maximum value of Y = 1.5 to avoid the
problem of crystallization of CaCl2 [12], where Y is the ratio of
the mass of water to the mass of the desiccant and corresponds

to a desiccant concentration of 40% by weight. The calcium
chloride is a weak desiccant compared to other hygroscopic
salts such as lithium bromide but is selected because of its
safety characteristics.

� The lowest temperature permitted of the desiccant entering the
regenerator should be above 50�C for effective regeneration of
the desiccant.

� Temperature of the desiccant entering the dehumidifier
depends on heat sink and its maximum value is set at 30 �C.

� The number of hours of operation of the system is assumed nine
hours per day to produce the needed amount of water and pro-
vide the air conditioning needs.

� Concentrators and storage tank are of sufficient size to provide
heat input needs of the regenerator. The solar concentrator sys-
tem would occupy smaller roof area and sustain longer hours of
high grade energy when compared with roof area needed and
operational hours of flat plat collector system to deliver same
heat input [12].

� The heat sink is taken as a typical sea bed with 20 �C and it can
get as low as 16 �C.

The remaining operational variables to the design are the ambi-
ent air humidity and air temperature (not under our control) and
the appropriate air and desiccant flow rates to meet needs.

To be able to size and model the system operation to meet de-
sired requirements, the modeling of flow and thermal variables
will be normalized per unit area of the dehumidifier. The maxi-
mum flow of air going into the dehumidifier is the key parameter
for the design since it is directly correlated to desired water output
and dry air stream conditions supplied to the space. For the solar
parabolic concentrator sizing, one solar module specification is
adopted and based on the demand, we determine how many solar
modules are needed to meet heating requirements for air and li-
quid desiccant entering the regenerator. To design the LDS for
the identified water and air conditioning needs, the dehumidified
supply air should provide comfort to the space during the 9-h

Fig. 1. Schematic of the liquid desiccant system.
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operation period including the peak load hour and the total
amount of collected water over the 9-h operation is equal to the
identified value. The maximum dehumidifier air flow rate should
be equal to that design value determined at peak load. The design
variables for the integrated system are interdependent as follows:

1. The mass flow rates of the air in the regenerator and in the
dehumidifier. The value of this air flow rate is dictated by the
most critical output need (air conditioning/fresh water)
throughout the cooling season for Beirut climate.

2. The temperature of regeneration which affects the amount of
absorbed water and the dryness of the dehumidifier exit air
stream.

3. The heat sink temperature which if decreased increases the
potential of increasing the range of heat regeneration resulting
in better water production, and decreased air flow rate.

The main design parameters of the packed beds that will be
sized are: (a) The flow rate ratio ‘‘r’’ of the mass flow rate of CaCl2
liquid ‘‘Gl’’ to the mass flow rate of air ‘‘Ga

’’ in the dehumidifier;
and (b) the ratio ‘‘q’’ of total air flow rate in the regenerator to
that in the dehumidifier is taken as 1.0 in this work [12]. Inlet
conditions of both air and liquid desiccant to the dehumidifier
are governed by ambient dry bulb and wet bulb temperatures.
The temperature of air at inlet to the dehumidifier Taid and its
specific humidity waid depend on conditions of the outdoor air.
The concentration of the desiccant solution at inlet to the dehu-
midifier is set to 0.4.

3. LDS design and operation optimization problem

To design the LDS for identified water and air conditioning
needs, we have to calculate the space peak load conditions and
identify the peak load design values for air supply temperature,
humidity ratio and air flow rate. The maximum dehumidifier air
flow rate should be equal to that design value. Since we have more
than one desired objective for the system outputs, an optimized
design is sought such that the overall system incremental capital
cost and the operational cost in the cooling season over the system
life cycle is minimized. The regeneration temperature affects the
amount of absorbed water and the dryness of the dehumidifier exit
air stream.

The needed air flow rate for meeting the two objectives of the
system is lower for higher regeneration temperature which leads
to lower operational LDS fans’ cost while increasing the capital cost
due to the need of higher number of parabolic concentrators. A
lower heat sink temperature increases the potential of increasing
the heat regeneration resulting in better water production, and de-
creased air flow rate (i.e. lower operational cost). On the downside
this will require additional number of solar collectors.

The independent design input variable is the heat sink temper-
ature which determines the number of solar concentrator modules
and the size of the fans. The number of solar modules affects the
first cost, while the fans’ sizes affect the operational cost. The opti-
mal design and operation of the systemwill be based on the invest-
ment life cycle cost of the LDS including capital cost invested in the
number of the solar concentrators and the cost of the system oper-
ation over 20 years. In this study, an initial extra expenditure is in-
vested at a market discount rate i = 0.03, in order to make a saving
in the yearly energy bill over a period n = 20 years. The optimiza-
tion of the LDS cost (incremental depending on added number of
solar modules and operational) of the solar-powered LDS requires
the minimization of the following function over 20 year of
operation:

IHST ¼ Ii;HST þ Iop;HST
where

Iop;HST ¼ ð1þiÞn�1
ið1þiÞn � PSep

June

Pdays in month

i¼1

P6:00 PM

9:00 AM
IE;HST

 !
� $

KW h|fflfflffl{zfflfflffl}
conversion

ð1Þ

where IHST is the total cost for a given heat sink temperature, Ii,HST is
the capital initial cost associated with the number of solar concen-
trators, Iop,HST is the total operational cost over the equipment oper-
ational life of n years using interest rate i, and IE,HST is the hourly
energy consumption by the two fans and the liquid desiccant circu-
lation pump. The energy cost associated with the pump and the
internal circulation fan in the residential space is not included in
the operation cost since their energy use will be negligible com-
pared to the cost of the fans of the desiccant towers.

The heat sink ranges from 16.0 �C to 20.0 �C based on sea water
conditions for the cooling exchanger. The sink temperature is a
critical optimization parameter since the concentration of the li-
quid desiccant calcium chloride is not a variable and has already
been fixed at 0.4 to avoid crystallization. If the sink temperature
is decreased then regeneration temperature increases and hence
increasing the number of solar concentrators and the incremental
initial cost. Decreasing the flow rate of air and desiccant streams
means we have lower operating cost which means that optimum
values exist for regeneration temperature, air flow rate, and num-
ber of solar concentrators.

Fig. 2. Flow chart of the solution and optimization procedure.
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The optimal operational parameters of air flow rate for given
sink temperature is selected based on simple search method after
multiple simulations of the system operation for multiple designs
performed at different airflow rates. The total number of simula-
tions performed exceeded 100 for ranges of regeneration tempera-
tures between 51 �C and 58 �C for several sink temperatures
between 16 �C and 20 �C. The optimal regeneration temperature
for a given heat sink temperature will be found based on finding
the investment life cycle cost LCC based on the saving in cost com-
pared to the cost of the base case at sink temperature of 20 �C as
follows:

LCC ¼ Ii;HST � Ii;20 �C

ðIop;20 �C � Iop;HSTÞ=n ð2Þ

It is clear that the sizing of the complete system requires devel-
opment and use of simulation models of the performance of each
component of the system. Standard mass and energy balances over
each component of the desiccant system and heat exchangers will
be performed in accordance to component models as will be de-
scribed in the next section. Fig. 2 presents a flow chart of the pro-
posed optimization procedure.

4. Mathematical formulation of system component models

4.1. Model equations of dehumidifier and regenerator

The process of air dehumidification or liquid desiccant regener-
ation in the packed beds of the dehumidifier and the regenerator is
done using mathematical models of Radhwan et al. [22] and Ghad-
dar et al. [12] where standard mass and energy of air and liquid
desiccant are formulated using 1-D flowmodels in the packed beds
and assuming quazi-steady state processes, uniform properties for
both air and liquid desiccant over the working range, and constant
heat and mass transfer coefficients; The mass conservation of
water vapor in air and liquid desiccant streams are given respec-
tively by

dW
dx

¼ qahDAs

Ga
ðW�

l �WÞ ð3aÞ

dY
dx

¼ qahDAs

Gl
ðW�

l �WÞ ð3bÞ

The energy balances for the air and liquid desiccant stream are
respectively given by

ðCpa þWCpvÞdTa

dx
þ Cpv

dW
dx

ðTa � Tref Þ þ hAs

Ga
ðTa � TlÞ ¼ 0 ð4aÞ

ðCpl þ YCpwÞdTl

dx
þ Cpw

dY
dx

ðTl � Tref Þ þ dY
dx

qb

¼ qahDAs

Gl
ðWast

l �WÞhfg � hAs

Gl
ðTa � TlÞ ð4bÞ

where Ta and Tl are the air and desiccant temperatures, respectively.
The mass and energy balances are subject to the following bound-
ary conditions:

At the bottom x ¼ 0 : W ¼ Waid; Ta ¼ Taid ð5aÞ

At the top x ¼ L : Y ¼ Ylid; Tl ¼ Tlid ð5bÞ
where Waid and Taid are the specific humidity and the temperature
of the air at inlet to the dehumidifier, and Ylid and Tlid are the mois-
ture content and the temperature of the liquid at inlet to the dehu-
midifier. Similar boundary conditions are used when formulating
the flow in the regeneration bed. The mass and heat transfer

coefficients use values published by Ertas et al. [23] and are the
same values used in the work Radhwan et al. [22].

The dehumidification and regeneration processes’ model solu-
tion is performed using a fourth order Runge–Kutta scheme to
integrate the moisture and energy balances of air and liquid desic-
cant in the packed beds during the air dehumidification mode and
the solution generation mode. For known inlet conditions of air
and liquid desiccant, the numerical model calculates the air and li-
quid desiccant temperatures, the air humidity ratio, and the liquid
desiccant moisture content in the packed beds at various bed
heights as well as exit conditions of the liquid desiccant and air
and solution flow rates. The liquid desiccant process models were
validated by reproducing the published results of Ghaddar et al.
[12] and compared well with the predictions of Gandhidasan cor-
relations for the dehumidifier operation [13]. The dehumidifier
model results of exit air temperature and humidity and liquid des-
iccant temperature and concentration were in excellent agreement
with published correlations’ predictions of Gandhidasan [13].

4.2. Dehumidification condenser coil

The modeling of cooling and dehumidification of the coil oper-
ation is adopted from the quasi-static model of Braun et al. [24]
and modified by Zhou and Braun [25] to predict outlet air temper-
ature and humidity conditions for known air inlet conditions leav-
ing the solar still. Their model prediction of air and water outlet
conditions is known to work very well under steady state opera-
tion. This model has been applied and tested in previous applica-
tions by the authors [26,27]. For modeling purposes the
dehumidification condenser coil is divided into two zones: a dry
and a wet zone. In the dry zone, the temperature of the air will
drop assuming one dimensional heat transfer with the surrounding
reservoir water according to the following equation:

@Ta

@x
¼ � hcapDi

_maCpaðTa � TtiÞ ð6Þ

where Tti is the inner tube temperature and Di is the inner coil diam-
eter. The first term represents the convective energy change of air
and the second term represents the heat exchange with the inner
surface temperature of the tube. The inner surface temperature of
the tube is related to the water temperature Tw in the reservoir by

hcpDiðTa � TtiÞ ¼ ðTti � TW Þ
Rtotal

ð7Þ

where Rtotal is the overall heat resistance between the inner tube
surface and the water in the reservoir. The dry zone is restricted
in the area starting from the entrance of the tube and ends in the
location where the temperature of the passing air reaches its dew
point temperature. The modeling of the remaining part of the dehu-
midification coil, wet zone, is adopted from the quasi-static model
of Braun et al. [24] to predict outlet air temperature and humidity
conditions for known air inlet conditions entering the coil. In the
wet zone, the air undergoes both a sensible and latent heat transfer
given by

Cpa
@Ta

@x
þ hfg

@Wa

@x
þ hc;apDi

_ma
ðTa � TtiÞ þ hmpDi

_ma
hfgðWa �WsTÞ

¼ 0 ð8Þ
where WsT is the saturation humidity ratio at the inner tube surface
temperature. To solve the above equations, it requires the coil geo-
metric parameters, conditions of the air at the inlet of the coil and
the reservoir sink temperature (available sea water) that depend
on depth from which it is extracted. Note that the above model is
a steady state model that will be used to simulate the quasi-steady
operation of the humid air leaving the regenerator.
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4.3. Parabolic solar concentrator

The rate of regeneration heat needed to attain a regeneration
temperature of Treg is given by

QR ¼ _mlðCpw þ YlodCpwÞðTreg � TloheÞ ð9Þ
where _ml is the flow rate of CaCl2, Tlohe is the liquid desiccant tem-
perature at outlet of heat exchanger and entering the solar heater,
�C, and Ylod is the moisture content at outlet of the dehumidifier.
The solar collector system is composed of several modules of widely
spread standard parabolic collector type that collects and stores so-
lar energy in a water storage tank. Each module is 2.4 m long with
diameter of 1.2 m. The transient performance of the collector-tank
system is simulated numerically using the theory of Hottel and
Whillier presented by Duffie and Beckman [28]. The useful heat
gain of water in the collector is obtained by applying an energy bal-
ance that indicates the distribution of incident solar energy into
useful heat gain, thermal losses and optical losses with a time step
between 0.0833 up to 0.15 h depending on system flow rate. An
expression for the useful heat gain is given by

Qu ¼ FRAa S� Ar

Aa
ULðTi � TaÞ

� �
ð10Þ

where Ti is the inlet water temperature to the collector, Ta is the
ambient air temperature, UL is the overall heat transfer loss coeffi-
cient and FR is the heat removal factor. An energy balance on the
associated well-mixed storage tank in which the concentrator cir-
cuit coil is embedded gives

ðqCpwVÞs
dTs

dt
¼ �Qu � Ls � ðUAÞtðTs � TaÞ ð11Þ

where Ts is the well mixed tank fluid temperature, �Qu is the effec-
tive useful heat gain corrected for embedded coil effectiveness, Ls
is the extracted load from the tank by liquid desiccant flow before
entering the regenerator from the solar system, Vs is the tank vol-
ume. The liquid desiccant temperature at outlet of the solar concen-
trator system Tlo,sh is given by

Tlo;sh ¼ Tli;sh þ effshðTs � Tli;shÞ ð12Þ
where Tli,sh is the temperature at inlet to the solar heater and effsh is
the effectiveness of the solar heater (=0.9).

4.4. Integrated LDS model solution

To build the simulation model for the operation of the com-
bined solar-powered LDS, it is important to integrate the various
system component and process models to ensure that the regener-

ation process is totally powered by solar energy. The simulation
model of the liquid desiccant dehumidifier and regenerator pre-
dicts the exit air and liquid desiccant temperature and humidity,
the parabolic solar concentrator and storage tank model predicts
the exit liquid desiccant temperature for known desiccant flow
rate, the cooling coil simulation model predicts the exit conditions
of air from the coil and the amount of condensate all subject to
time-varying solar and ambient temperature and humidity.

The temporal calculations of the solar collector-tank system
proceeds using first order Euler-Forward integration scheme at
an initial temperature of the storage tank and inlet water temper-
ature to the collectors equal to the ambient temperature for the gi-
ven day at the start of the operation. The hourly values of direct
solar radiation incident on the collectors and the values of ambient
temperatures, wind speed and direction are derived directly from
actual hourly measured weather data files of Beirut and are used
directly in the simulation program. In the transient analysis, the
ambient conditions are not constant but they are taken from the
hourly-measured values for the typical day of the month [29].
The simulations are performed on the LDS module for Beirut
weather using a time step of 1 min where every 60 min are aver-
aged into an hourly value. Closing the iteration loop, the moisture
content of the desiccant exiting the regenerator should match the
moisture content of the desiccant at inlet of the dehumidifier. The
system is assumed to behave in a quasi-steady-state manner; i.e.
the variables, while varying from hour to hour, are considered con-
stant during every hour of analysis and the unsteady terms in the
governing equations are neglected. The numerical model calculates
the following parameters at various bed heights and inlet condi-
tions of the liquid desiccant and air and solution flow rates: air
and liquid desiccant temperatures, air humidity ratios, liquid des-
iccant moisture content in the packed beds, amount of produced
water, and temperature of the water in the storage tank.

5. Case study

A case study of a typical residential space (80 m2) in line with
the practice of 40 W/m2 maximum cooling is considered for assess-
ing the feasibility of the solar-powered calcium chloride LDS in
providing thermal comfort over the 9 h of operation and produce
15 l of fresh water over that period during the summer months
of Beirut climate. The building envelop have conductance values
of glass = 3.4 W/m2 K, an overall wall conductance, U = 1.3
W/m2 K, and roof conductance = 0.6 W/m2 K. The window to wall
ratio is 20% and the sensible heat factor is taken as 0.8. Fig. 3 shows
the hourly air conditioning load profile of the house for the months
of June and August for design room values of relative humidity

Fig. 3. The hourly cooling load for the months of June and August.
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RH = 50% and room temperature of 25 �C. As mentioned earlier, the
critical need to be met is cooling in August (high temperature and
humidity ambient air) while the most critical need to be met in
June is the fresh water since the air is relatively drier and at lower
temperature. Upon sizing the major components of the LDS which
include the dehumidifier/regenerator, cooling coil, heat exchang-
ers, and solar concentrators, the optimum operation of the LDS is
investigated. The three variables of the hybrid circuit include, the
air flow rate going into our dehumidifier, the desiccant flow rate,
and the number of solar concentrators. From the system simula-
tion, the conditions for both humidity ratio and temperature
leaving the dehumidifier are found. The dry air leaving the dehu-
midifier is treated by entering into a sensible heat exchanger to
cool the air supplied to the space. We can find the space load such
that the comfort level of occupant is attained by setting the pre-
dicted mean vote (PMV) to 0.5 [30]. At the peak load of 40 W/m2,
the required supply air mass flow rate is 1.0 kg/s. The desired
hourly supply air flow rate and conditions can be found over the
hours of operation of the system. In addition, comfort level for
the occupant is assessed and the minimum circulation air motion
within the space is found to achieve the desired level of PMV at 0.5.

Once the supply air flow rate into the space is known, the cor-
responding liquid desiccant flow rate is found using the best ratio
practice ratio of 2.54 of desiccant to air flow rate [11]. To verify that
this is the best ratio for use in our work, we plot in Fig. 4 the var-
iation of the predicted collected water over 9 h of operation versus
the liquid desiccant to air flow rate ratio of the designed system using six solar concentrators and 1 kg/s of air flow for the month

of August. It is clear that the best operating ratio for the system
is indeed around r = 2.5. The number of concentrators is dependent
on the regeneration temperature. The number of needed solar con-
centrators will be associated with the minimum regeneration tem-
perature of 50 �C which will be considered the reference design
base case for producing the 15 l of fresh water and meeting the
air conditioning needs at a heat sink temperature of 20 �C. The
LDS simulations are run at air flow rate of 1 kg/s for the months
of June, July, August and September based on loads of each month
and their weather data. It was found that for the month of June
with lowest ambient humidity the amount of water produced is
less than the set requirement of 15 l. A 1.205 kg/s is required of
air mass flow rate through the LDS towers to produce the 15 l of
water for the month of June. Table 1 presents the LDS base case de-
sign parameters of the liquid desiccant dehumidifier/regenerator
module and the parabolic solar concentrator module. The solar
concentrators’ circulation fluid is fed into an insulated storage tank
volume 400 l with a heat exchanger effectiveness of 0.9 to heat the
liquid desiccant entering the regenerator (see Fig. 1). The LDS base
case operation assumes a heat exchanger effectiveness of 0.7 and a
heat sink of 20 �C [11].

Fig. 4. The variation of the predicted collected water versus the liquid desiccant to
air flow rate ratio of the designed system using six solar concentrators and 1 kg/s of
air flow for the month of August.

Table 1
The LDS base case design parameters of the liquid desiccant dehumidifier/regenerator
module and the parabolic solar concentrator module.

Design parameter Value

Liquid desiccant dehumidifier/regenerator towers
Air flow rate 1 kg/s
Desiccant flow rate 2.5 kg/s
Ratio of air flow rate of dehumidifier/regenerator 1
Height 1.5 m
Length 1 m
Regeneration temperature 50 �C
Temperature of desiccant into dehumidifier 30 �C

Parabolic solar concentrator module
Length of solar concentrator 2.4 m
Width of solar concentrator 1.2 m
Absorbed solar radiation per area aperture 600W/m2

Receiver emittance 0.31
Absorber diameter 0.06 m
Transparent envelope outer diameter 0.09 m
Thickness of transparent envelope 0.004 m
Heat transfer of tube 300W/m2 �C
Loss coefficient 3.82 W/m2 �C
Thermal conductivity of tube 16W/m �C
Wall thickness of tube 0.05 m
Flow rate of water or fluid in collector 0.0537 kg/s
Specific heat of fluid passing collector (i.e. water) 4186 J/kg �C
Temperature of collector 100 �C

Table 2
The hourly and total amount of condensed water for the two extreme air flow rates of 1 kg/s and 1.205 kg/s over the cooling season.

Air flow rate = 1 kg/s Air flow rate = 1.205 kg/s
Produced water (ml/h) Produced water (ml/h)

Time of day June July August September June July August September

9:00 AM 287 503 514.8 385 423 731 770 499
10:00 AM 676 875 889.2 700 810 1376 1420 883
11:00 AM 1177 1316 1461 1190 1120 1772 1827 1160
12:00 PM 1280 1784 1836 1200 1824 2233 2298 1871
1:00 PM 1250 1909 1955 1480 1870 2501 2553 1916
2:00 PM 1303 2289 2334 1680 2037 2752 2797 2130
3:00 PM 990 1791 1861 1010 2003 2330 2442 2056
4:00 PM 800 1510 1534 890 1810 1821 1896 1830
5:00 PM 680 1528 1534 789 1705 1843 1873 1728
6:00 PM 590 1505 1510 710 1503 1822 1866 1527

Total (ml/day) 9033 15,010 15,434 10,034 15,111 19181 19742 15,606
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Simulations are performed for different heat sink temperatures
ranging from 16 to 20 �C for cooling the liquid desiccant entering
the dehumidifier. The lower the temperature of the heat sink the
more potential exists to desiccant absorption of water leading to
more transfer of moisture to the air in the regenerator. This in turn
means that lower supply air mass flow rate is needed to produce
the same amount of water; nevertheless this will lead to the use
of more solar concentrator modules for heating the desiccant.
The LCC cost will determine the optimal heat regeneration temper-
ature and its associated air flow rate for heat sink temperature
above the base case value.

6. Results and discussion

The LDS hourly operational performance data will be presented
for the month of August for the base simulation case of heat sink
temperature of 20 �C. Then, the cooling season energy consump-
tion will be presented for the solar-powered LDS over the cooling
demand months of June, July, August, and September while collect-
ing the 15 l of fresh water over 9 h of operation. This will then be
followed by presentation of optimized design parameters at differ-
ent heat sink temperatures.

According to the design calculations for insuring the daily deliv-
ery of 15 l during the summer season, six concentrator modules are
needed as determined by the operation of the system in the month
of June (the summer month of the least solar radiation) in Beirut
humid weather. The air flow rate needed for air conditioning in
June is 1.18 kg/s, which is not enough for water production. So in
order to meet both air conditioning and water production needs,
we increase our flow rate to 1.205 kg/s to achieve both needs in
June. The corresponding desiccant flow rate at the selected r = 2.5

ratio dictates the need for six solar concentrator modules to reach
the required regeneration temperature. For the month of August
the required air flow rate for production of the 15 l of fresh water
is 0.97 kg/s while the dry air flow for air conditioning needs is
1.0 kg/s. Therefore, in order to meet both requirements of water
and cooling in the month of August, the desiccant flow is 2.5 kg/s
and six solar concentrator modules are needed. Table 2 presents
the hourly amount of condensed water for the two extreme air
flow rates of 1.0 kg/s and 1.205 kg/s over the cooling season. It is
clear that the water production requirement is controlled by the
air flow rate that can be set differently for each month.

Simulation results for a typical day in August at 1 kg/s air flow
at desiccant to air flow ratio of 2.54 are presented. Table 3 shows
the air humidity ratio and temperature leaving the dehumidifier
and regenerator for the base case of air flow rate of 1 kg/s at inlet
liquid desiccant temperature of 30 �C and sink temperature of
20 �C. Fig. 5 shows the transient temperature in the storage tank
and the incident solar radiation over a three day period taking into
consideration the incident solar radiation on an hourly basis. It
should be noted that the steady periodic values of the third day
of simulation has been used in the calculation since we assume
continuous operation of the system during the month of August
using the reference day of August 15. The storage tank heat up be-
tween 7:00 AM and 9:00 AM in order to allow the temperature in
the storage tank to increase to the desired 50 �C.

The dry air stream exiting the dehumidifier is sensibly cooled
further using sea water source as available cooling source that var-
ies between 16 �C and 20 �C depending on seawater withdrawal
depth. The cooled dry air is used as supply air to the space. The
hourly supply flow rate and supply air temperature to the space
is then determined to meet the room air conditioning load. In addi-
tion, the minimum circulation air velocity in the space using a

Table 3
The temperature and humidity ratios of air entering leaving dehumidifier during August for the base case of air flow rate of 1 kg/s at inlet liquid desiccant temperature of 30 �C
and sink temperature of 20 �C.

Time Ambient
temp.
(�C)

Ambient humidity
ratio
(kg H2O/kg air)

Temperature exiting
dehumidifier
(�C)

Humidity ratio
leaving dehumidifier
(kg H2O/kg air)

Global solar
radiation
(W/m2)

Temperature
exiting Regenerator
(�C)

Air humidity exiting
regenerator
(kg H2O/kg air)

9:00 AM 25.1 0.017 26.1 0.0135 485.6 30.2 0.021
10:00 AM 26.3 0.018 27.2 0.014 560.7 29.5 0.022
11:00 AM 27.8 0.019 28.5 0.0145 646.1 31 0.023
12:00 PM 29.1 0.021 29.5 0.016 726.2 32.5 0.025
1:00 PM 30.1 0.021 30.0 0.016 671.0 33.3 0.025
2:00 PM 30.8 0.022 30.4 0.017 541.5 32.8 0.026
3:00 PM 31.0 0.021 30.5 0.016 406.6 33.8 0.025
4:00 PM 30.8 0.02 30.5 0.0155 364.8 33.4 0.024
5:00 PM 30.2 0.02 30.0 0.0155 236.6 32.7 0.024
6:00 PM 29.3 0.019 29.6 0.015 180.4 32.9 0.023

Fig. 5. The storage tank temperature and incident global solar radiation for typical August day in Beirut climate.
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ceiling/wall fan is calculated such that PMV in the space is equal to
0.5 to ensure attainment of thermal comfort [14–16]. Table 4 pre-
sents the month of August data on supply air flow rate, tempera-
ture and relative humidity in addition to the attained room
conditions and minimum room air circulation velocity to attain a
PMV of 0.5 [31]. It is clear that comfort conditions can be met with-
out need to use conventional system.

To provide optimal design by calculating the life cycle cost that
corresponds to changes in the design heat sink temperature, simu-
lations of the LDS operation are repeated for all the cooling month.
The system life is assumed 20 years and the interest rate is taken as
3%. If the sink temperature is decreased to 16 �C, a potential
increase in regeneration temperature up to 55 �C is expected com-
pared to 50 �C when the sink temperature is 20 �C. The advantage
of lower sink temperature is that it permits decreasing the
required LDS air flow rate to 0.8 kg/s compared to 1.205 kg/s for
the months of June and September. For the months of July and
August, this decrease in flow rate is not possible since the air con-
ditioning load is the governing factor and the conditions of air leav-
ing the dehumidifier are not affected. In general, a lower air flow
rate reduces the operation cost but increases the regeneration tem-
perature. Higher regeneration temperature increases the initial
capital cost since it requires installation of more solar concentrator
modules. The case of the design at heat sink temperature of 20 �C
represents the design with the minimum number of concentrator

modules (lowest initial cost). The results are presented for the
investment life cycle cost (LCC) defined in Eq. (14) to find the opti-
mal regeneration temperature that justifies the investment in add-
ing solar concentrator modules. The life cycle cost is calculated as
the payback period as the ratio of the invested capital over saved $
in operation cost. The cost of the parabolic solar concentrator mod-
ule is assumed 1000 $/module taken from standard unit prices
available in current market and the electrical energy cost is as-
sumed 0.12 $/kW h.

For a heat sink temperature of 17 �C, it is found that the design
number of solar concentrator modules changes from 6 modules to
7 modules when regeneration temperature is changed 50–54 �C
with an optimal operating regeneration temperature at 51.7 �C.
Table 5 provides operational data at four heat sink temperature
at different re-generation temperatures and the corresponding
air flow rate. Fig. 6 shows the life cycle cost in years versus the
regeneration temperature for different heat sink temperatures. It
is clear that the optimal regeneration temperature increases with
decreased heat sink temperature with values of 50 �C, 50.8 �C,
and 52 �C corresponding to sink temperatures of 20 �C, 18 �C, and
16 �C.

If we compare water production cost to typical conventional
water making machines which use a vapor compression cycle for
home application produces for a cost of 0.084 $/l, we find that
the cost for the LDS to produce this same amount of water is less
at 0.0675 $/l averaged over all the months at 0.12 $/kW h. The ex-
tracted water might by expensive, but it is an alternative for small
scale applications extracting water from the atmosphere. New
commercial water production machines from air amounts cost

Table 4
The indoor humidity, temperature, and thermal comfort velocity needed in the space for the LDS system operated in August.

Time Temperature of air exiting
dehumidifier (�C)

Supply air
temp (�C)

Space cooling
load (W)

Supply air flow
rate (kg/s)

Room
temperature
(�C)

Room humidity ratio
(kg H2O/kg air)

Required air circulation
velocity in the space (m/s)

9:00 AM 26.1 20.2 1920.4 0.637 23.9 0.015 1
10:00 AM 27.2 20.7 1900.3 0.63 24.6 0.0155 1.3
11:00 AM 28.5 21 2041.0 0.677 25.9 0.016 1.37
12:00 PM 29.5 22 2151.5 0.714 26.9 0.0173 1.44
1:00 PM 30.0 22.5 2309.9 0.766 27.4 0.0175 1.47
2:00 PM 30.4 22.9 2820.9 0.935 27.9 0.0173 1.5
3:00 PM 30.5 23 3028.3 1.00 28 0.017 1.5
4:00 PM 30.5 23 3165.0 1.05 28.1 0.0165 1.49
5:00 PM 30.0 22.5 3180.8 1.05 27.3 0.0165 1.43
6:00 PM 29.6 22.1 3035.9 1.00 26.1 0.0155 1.4

Table 5
Operational data at four heat sink temperature at different re-generation tempera-
tures and the required air flow rate.

Sink
temperature
(�C)

Regeneration
temp.
(�C)

Air flow
(June)
kg/s

Air flow
(August)
kg/s

Air flow rate
required
(kg/s)

16 �C 50 0.88 1.01 1.01
51 0.87 1.00 1.00
52 0.85 0.98 0.98
53 0.83 0.97 0.97
54 0.82 0.96 0.96
55 0.8 0.95 0.95

17 �C 50 0.97 1.02 1.02
51 0.95 1.00 1.00
52 0.93 0.99 0.99
53 0.91 0.98 0.98
54 0.90 0.97 0.97

18 �C 50 1.10 1.05 1.1
51 1.08 1.02 1.08
52 1.06 1.00 1.00
53 1.05 0.99 1.05

19 �C 50 1.135 1.045 1.135
51 1.12 1.03 1.12
52 1.105 1.02 1.105

Fig. 6. The LCC as a function of regeneration temperature at different heat sink
temperatures.
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0.66 kW h/l [32]. The de-mineralized water obtained from the
cooling water requires additives such as flavoring agents and min-
erals to make it potable. For each five gallons of water two table-
spoons of mineral drops should be added [34]. The cost of these
additives is usually small when considering large scale of de-min-
eralized water, however with small quantities in the range of 15 l
the best option is to mix it with brackish water and disinfect the
mixture by ozonolysis [34]. The consideration of water cost will
only be presented in terms of energy use. Fig. 7 shows the average
monthly cost of water production using the LDS and the commer-
cial water production from the atmosphere. Note that the most
expensive month is June due to its lower atmospheric humidity.

The air conditioning operational cost for the case study when
using a vapor compression conventional system will be compared
with the cost of the LDS. The cooling load and the sizing of the con-
ventional system are obtained using Visual DOE 4.0 [33] to esti-
mate the monthly electrical energy consumption. The input to
the software were the geometric and envelop parameters of the
case study with the same internal load and comfort level (see
Fig. 3 of cooling load of the residence case study). For the conven-
tional systemwe will use the optimal operation value for sink tem-
perature of 17 �C to cool the temperature of condenser’ air in a
cross flow heat exchanger at efficiency of 0.85. The drop in the
hourly ambient air temperature for cooling the condenser
improves conventional system performance [35]. We used Motta
and Domanski [35] chart of the coefficient of performance COP var-
iation with ambient temperature (reference COP is 3.7 for ambient
temperature of 32 �C) to correct the conventional system hourly
COP and calculate the hourly energy consumption. The calculations
are based on the corrected coefficient of performance of the con-
ventional system operated for the same number of hours as the

LDS. Fig. 8 shows the monthly cost of both the conventional and
current proposed LDS. The month of August has the highest electri-
cal energy consumption out of the cooling season for both systems,
but the LDS operational cost is less one third of energy consumed
by the conventional system. Over the life cycle of 20 years, the con-
ventional systemwill require on average 341 $/month for electrical
energy consumption compared to an average of 105.5 $/month.
More savings are foreseen when we consider the dual function of
the LDS.

7. Conclusions

It is demonstrated that it is feasible to use a solar-powered li-
quid desiccant system that meets both needs the production of
fresh water and space environmental comfort at minimum cost.
Using simulation models of the various components of the LDS,
we have to optimally sized and set the system operational param-
eters to predict its performance in terms of water output and en-
ergy utilization in Beirut humid weather.

It is found in the case study that the heat sink temperature is a
critical optimization parameter and dictates the appropriate regen-
eration temperature within the constraints of operation of the sys-
tem to deliver its outputs of fresh water and dry cool air stream. A
lower heat sink temperature at 17–18 �C with an additional solar
collector would prove economically feasible while meet our set
requirements compare to the base case sink temperature of 20 �C.

The importance of this proposed system is that it saves energy,
produces water, creates comfortable built in environment using
renewable energy source and without any harm to the environ-
ment since water extraction is from the atmosphere. Future work
will explore the possibility of extending the LDS operation all year
including the heating season and using the regenerator stream for
heating the dry air for space heating. In addition, future work
would address the effect of the type of the chemical desiccant on
improving system performance even though calcium chloride is
the safest desiccant to use. We can investigate whether the use
of different chemicals with lower specific heat would be more eco-
nomical in reducing regeneration energy needed even though the
initial cost of such desiccants might be high.
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